ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT

EGAN FUNERAL HOME
203 QUEEN STREET SOUTH
BOLTON, Ontario

0660 May 20, 2010 ADDENDUM NUMBER ONE

A TREE REMOVAL

Remove the spruce tree in the rear garden located closest to the garage. Include
stumping & off-site disposal. Ensure the adjacent blue spruce is protected
against damage during the Work.

B GEOTECHNICAL REPORT

See Geotechnical Report by Terraprobe Limited, dated September 04, 2008
attached. This report is identified as “Appendix A” in the Specification Index.

C DESIGNATED SUBSTANCES SURVEY

See Designated Substances Survey by Decommissioning Consulting Services
Limited, dated July 03, 2008 attached. This report is identified as “Appendix B”
in the Specification Index.

D ROOF & EXTERIOR UPGRADES

See Roof & Exterior Upgrades Report by Decommissioning Consulting
Services Limited, dated November 20, 2008 attached. This report is identified
as “Appendix C” in the Specification Index.

E GRANITE FLAGSTONE AT ENTRY VESTIBULE

Remove the granite flagstone in front of the main entry in its entirety. Salvage
enough stone in its original condition to reuse in the new entry vestibule.

F OPSD STANDARDS

The work required for the placement and the required materials for the new
catch basin in the south west corner of the parking lot shall be in conformance
to OPSD 704.010 and OPSD 705.010. The connection between the new catch
basin and the existing catch basing shall be a 8” line (SDR 35) and shall be in
conformance to OPSD708.020. See details attached.

G ALTERNATE & SEPARATE PRICE SUBMISSION

The 3 Alternate Prices identified in the Tender Form are to be submitted under
part 2 of 2, 24 hours after tender closing. All Seperate Prices in the Tender
Form are to be received at time of tender closing. Separate prices will not be
accepted 24 hours after tender closing. See the revised Tender Form attached.
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ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT

EGAN FUNERAL HOME
265 QUEEN STREET SOUTH
BOLTON, ONTARIO

0660 June 2, 2010 (Revised May 2011) TENDER FORM

PART ONE OF TWO
Submitted by:

Date:

1. Having examined the Specifications, including addenda up to and including
# , and the drawings, all as prepared by George Robb Architect, for:

Addition and Alterations
Egan Funeral Home

203 Queen Street South
Bolton, Ontario

We hereby offer to provide all labour, material and plant required for the execution of
the work in accordance with the true intent of the contract documents for a Stipulated
Price as follows:

Total Scope of Work $

Contingency Allowance (Section 00801) $150,000.00
Inspection & Testing Allowance (Section 01450) $8,000.00
Steel Railing Brackets (Section 05500) $3,000.00
Cabinet Hardware Allowance (Section 06200) $8,000.00
Finishing Hardware & Washroom Accessories $42,000.00
Allowance (Section 08710)

Total Stipulated Price $

The Stipulated Price excludes HST in the Amount of: $




ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT
EGAN FUNERAL HOME

265 QUEEN STREET SOUTH

BOLTON, ONTARIO

0660

June 2, 2010 (Revised May 2011) TENDER FORM

2. Separate Prices

Further, we offer to provide all labour, material and plant required for the execution
of the work related to the following Separate Prices:

1.

Separate Price No. 1 — The additional Cost to provide Asphalt Paving for the
Funeral Home Site as described as the Phase | separate price and the associated
irrigation work as outlined in Section 01010 — Scope of Work as follows:

$

HST TO BE ADDED $

Separate Price No. 2 — The additional Cost to provide Asphalt Paving for the
additional residential properties to the north as described as the Phase Il separate
price and the associated irrigation work as outlined in Section 01010 — Scope of
Work as follows:

$

HST TO BE ADDED $

Separate Price No. 3 — The additional Cost to provide the irrigation system for the
Funeral Home Site as the designated Zone 1 on the irrigation drawings as outlined
in Section 01010 — Scope of Work as follows:

$

HST TO BE ADDED $

Separate Price No. 4 — The additional Cost to provide the irrigation system for the
residential properties to the north as the designated Zone 2 and Zone 3 on the
irrigation drawings as outlined in Section 01010 — Scope of Work as follows:

$

HST TO BE ADDED $




ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT

EGAN FUNERAL HOME
265 QUEEN STREET SOUTH
BOLTON, ONTARIO

0660

June 2, 2010 (Revised May 2011) TENDER FORM

3. Separate Prices (Continued)

5.

Separate Price No. 5 — The additional Cost to provide a new 15 ton RTU Unit over
the Casket Display Room which includes the removal of the existing and
placement of the new unit, the disconnect and reconnection of the gasline and the
disconnect and the reconnection of the electrical connections as outlined in Section
01010 — Scope of Work as follows:

$

HST TO BE ADDED $

Separate Price No. 6 — The additional Cost to provide a new 7.5 ton RTU Unit
over the Chapel in lieu of the existing 6.5 ton unit, which includes the removal of
the existing 6.5 ton unit and the placement of the new 7.5 ton unit, the disconnect
and the reconnection of the gasline and the disconnect and the reconnection of the
electrical connections as outlined in Section 01010 — Scope of Work as follows:

$

HST TO BE ADDED $

Separate Price No. 7 — The additional Cost to provide the conduits and pull wires
for the new buried electrical supply lines to the south boulevard and the north side
of the property to for the provision of new capped electrical feeds for the future new
parking lot lighting as outlined in Section 01010 — Scope of Work as follows:

$

HST TO BE ADDED $

Separate Price No. 8 — The additional Cost to provide new lighting bases, poles,
conduit and wiring for the new parking lot lights as outlined in Section 01010 —
Scope of Work as follows:

$

HST TO BE ADDED $




ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT

EGAN FUNERAL HOME
265 QUEEN STREET SOUTH
BOLTON, ONTARIO

0660 June 2, 2010 (Revised May 2011) TENDER FORM

4. The following is a list of architectural unit prices applicable to additions and deletions
to the Work. Prices are to include for both the supply and installation of work.

ITEM ADD PRICE $ DELETE UNIT OF
PRICE $ MEASURE

(1) Cost to excavate and dispose for footings
and subgrade material at all exterior Per Cu. Yd.
excavations.

(2) Cost to excavate anq d|spose_for f_ootlngs Per Cu. Yd.
and subgrade materials at all interior
excavation locations.

(3) Cost to supply and |r_1$tall additional Per Cu. Yd.
concrete for foundation walls.

(4) Cost to supply and install additional Per Ton
reinforcing bars for concrete work.

(5) Cost for supply and placement of
additional fill at foundation walls and Per Cu. Yd.
slabs.

5. If changes to the work are to be valued by the cost and percentage fee method, we
will require a fee, expressed as a percentage of the cost of the work, of:

( %)

6. If we are notified of the acceptance of this tender within sixty (60) days of the date of
this submission, we will:

.1 Execute a contract with the Owners on the Standard Form of Agreement
Between Owner and Contractor, CCDC #2, and,

.2 Furnish a general analysis of the cost of the work, and, Complete, substantially,
all work in accord with the Contract Documents, in a period of
weeks following commencement.

7. Within 48 hours of submitting the tender submission, provide a complete list of
subtrade contractors being carried to undertake the work.



ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT

EGAN FUNERAL HOME
265 QUEEN STREET SOUTH
BOLTON, ONTARIO

0660 June 2, 2010 (Revised May 2011) TENDER FORM

8. Within 24 hours of submitting the tender submission, provide the Part Two —
Subtrades Portion of the Tender Form that follows on the next page. This
submission can be provided by email or fax to the offices of George Robb
Architect on or before Wednesday, June 8", 2011 before 2:00 pm local time.
(email to dscott@gra.ca) or (fax to (416) 596-1508).

In submitting this Tender, we recognize the right of the Owner to accept any tender or to
reject all tenders.

Signed:

Witness:




ADDITION & ALTERATIONS GEORGE ROBB ARCHITECT
EGAN FUNERAL HOME

265 QUEEN STREET SOUTH

BOLTON, ONTARIO

0660

June 2, 2010 (Revised May 2011) TENDER FORM

PART TWO OF TWO - SUBTRADES

The following Part Two Portion of the Tender Form is provided as a requirement to
complete the Part One Section of this Tender Submission. This submission can be
provided by email or fax to the offices of George Robb Architect on or before
Wednesday, June 8", 2011 before 2:00 pm local time. (email to dscott@gra.ca) or
(fax to (416) 596-1508).

Alternate Prices

Further, we offer to provide all labour, material and plant required for the execution
of the work related to the following Alternate Prices:

1.

Alternate Price No. 1 — Difference in the Cost to provide a cut stone fireplace
surround, in lieu of the Base Bid precast concrete fireplace surround as supplied by
Solus under Section 11010 — Gas Fireplace Unit as follows:

$

HST TO BE ADDED $

Alternate Price No. 2 — Difference in the Cost to provide the alternate Modified
Bitumen Flashing in lieu of the Base Bid Elastomeric Flashing as outlined in Article
2.6 & 2.7 of Section 07510 — Built Up Bituminous Roofing & Waterproofing as
follows:

$

HST TO BE ADDED $

Alternate Price No. 3 — Difference in the Cost to provide the alternate Tri Fab 451T
Series Aluminum Entrance Screen as manufactured by Kawneer, in lieu of the
Base Bid Aluminum Entrance Screen Assembly to be Kawneer Aluminum Curtain
Wall System, 1600 Wall System with 2 1/2" x 6” sections as outlined in Section
08413 — Aluminum Entrance Screen as follows:

$

GST TO BE ADDED $




ADDITION & ALTERATIONS

EGAN FUNERAL HOME

265 QUEEN STREET SOUTH

BOLTON, ONTARIO

GEORGE ROBB ARCHITECT

0660 June 2, 2010 (Revised May 2011)

TENDER FORM

2. Subtrades

Subtrade Division

Included in Base Bid

Subtrade Contractor

Difference in Cost
(Extra or Credit)

Mechanical — HVAC

Rosetown Central
Refrigeration & Air
Conditioning

Mechanical — Plumbing

Glen the Plumber

Electrical Subcontractor

Bolton Electric

Roofing — Asphalt
Shingles

Cairns Roofing

Asphalt Paving

York Paving & Asphalt

In submitting this Part Two Section of the Tender Form we recognize the right of the
Owner to accept any tender or to reject all tenders.

Signed:

Witness:




