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/ 3\ PARITAL ALCOVE PLAN (SOUTH LEDGE NO.1)

AOO

/4" PARITAL ALCOVE PLAN (SOUTH LEDGE NO.2)
W SCALE: 1/8” = 1'-0"

SCALE: 1/8” = 1'=0"

EXISTING SOFFIT, TO REMAIN (SHOWN
HATCHED) TYP.

PROVIDE CONTINUOUS SEALANT AT TOP.

ALL OTHER NOTES STILL APPLY AS PER DRAWING 5/A00, ALTERNATE PRICE IS
FOR THE NEW WALL/SOFFIT ASSEMBLY.

NEW WALL/SOFFIT ASSEMBLY (ALTERNATE):

—  DUROCK FINISH COAT (FINECOAT) (COLOUR TO MATCH EXISTING, TBD ON
SITE TO MATCH EXISTING).

DUROCK ONE—STEP BROWN COAT

DUROCK ONE—STEP SCHRATCH COAT

MECHANICALLY FASTENED METAL LATH

§” THK. TOUGHROCK® FIREGUARD C® SOFFIT BOARD

%" THK. EXTERIOR GRADE PLYWOOD (PROVIDE ONE COAT OF PRIMER ON ALL
SIDE AND EDGES PRIOR TO APPLICATION.)

2-3"METAL STUD SUPPORT ASSEMBLY SPACED 16" 0.C. SUSPENDED FROM
EXISTING SOFFIT ABOVE AND CROSS BRACED BACK TO AN ADDITIONAL ROW
OF 2—§" THK. METAL STUDS SPACED 16" 0.C. LOCATED ON EXISTING
ALCOVE SURFACE.

r— — - NEW WALL/SOFFIT ASSEMBLY:
: - 8" THK. TOUGHROCK® FIREGUARD C® SOFFIT BOARD
(PROVIDE A VERTICAL CONTROL JOINT A MAXIMUM OF EVERY 30’-0".
(EMBED 2" WIDE FIBREGLASS MESH TAPE IN 90 MINUTE GYPSUM SETTING
; TYPE JOINT COMPOUND OVER ALL JOINTS. UPON SETTING, APPLY A SKIN
i COAT OF SETTING COMPOUND OVER THE PANELS TO ACHIEVE A UNIFORM,
; SMOOTH FINISH OVER THE ENTIRE AREA. PRIME WITH EXTERIOR—GRADE
] PRIMER AND FINISH WITH TWO COATS OF EXTERIOR—GRADE PAINT. (PAINT
=1k P—1 TO MATCH EXISTING)
i (P-1, TBD ON SITE TO MATCH EXISTING))
— " THK. EXTERIOR GRADE PLYWOOD (PROVIDE ONE COAT OF PRIMER ON ALL
SIDE AND EDGES PRIOR TO APPLICATION.)
| | - 2—4"METAL STUD SUPPORT ASSEMBLY SPACED 16" 0.C. SUSPENDED FROM
EXISTING SOFFIT ABOVE AND CROSS BRACED BACK TO AN ADDITIONAL ROW
OF 2—§" THK. METAL STUDS SPACED 16” 0.C. LOCATED ON EXISTING
ALCOVE SURFACE.

PROVIDE NEW EXTERIOR GRADE LIGHT FIXTURES ALONG NEW
WALL SURFACE, REFER TO ALCOVE PLAN. PROVIDE POWER
AND SWITCH/TIMER CONTROLS, TO MATCH EXISTING.

PROVIDE CUSTOM BOTTOM TRACK TO MEDIATE NEW
METAL STUD SUPPORT ASSEMBLY AND NEW SOFFIT
EDGE.

PROVIDE 1/4”" DIAMETER HOLE 4'-0" 0.C., TO
ALLOW FOR VENTING.

PROVIDE CONTINUOUS METAL TRIM AT EDGE OF
DENSGLASS SHEATHING.

PROVIDE 4" WIDE/THK. REVEAL BETWEEN DENSGLASS AND
EXISTING ALCOVE STRUCTURE, PROVIDE CONTINUOUS
SEALANT.

ENSURE BOTTOM TRACK IS NOT CONTINUQUS, IN
ORDER TO PREVENT MOISTURE BUILD—UP.

THOROUGHLY CLEAN AND DISINFECT EXISTING LEDGES DRAWING
AND PROVIDE TEMPORARY HEAVY DUTY BIRD NETTING

WITH CUSTOM ZIPPERS PRIOR TO CONSTRUCTION OF

NEW WALL. REFER TO DRAWING 2/A00 FOR
ADDITIONAL NOTES.

PROVIDE 1/4" DIAMETER HOLE 4'-0" 0.C., TO
ALLOW FOR VENTING.
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